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= (54) Title: METHOD FOR MONITORING CONTACT CONSUMPTION IN MULTIPLE CONTACT SWITCHES 

^ = (54) Bezeichnung: VERFAHREN ZUR UBERWACHUNG DES KONTAKTAB B R ANDES BEI STUFENSCHALTERN 

(57) Abstract: The invention relates to a method for monitoring contact con- 
sumption in multiple contact switches of the load-switching type, wherein 
the selection and the switching is carried out in one step by the movement of 
switching contacts and which therefore do not have a separate diverter switch. 
Every time the multiple contact switch is actuated, the load current is mea- 
sured. The corresponding, previously stored rated stage voltages for the cur- 
rent switching and information on whether it was shifted "up" or "down", are 
used to calculate the switching currents of the breaking contacts, the consump- 
tion rates are determined on the basis thereof and the volume consumption is 
accumulated. Said accumulated value is compared with a previously deter- 
mined threshold value; once this threshold value is reached, warning mes- 
sages or other messages are generated. 

(57) Zusammenfassung: Die Erfindung betrifft Verfahren zur Uberwachung 
des Kontaktabbrandes bei Stufenschaltern des Lastwahlertyps, bei denen 
durch sich bewegende Schaltkontakte die Wahl- als auch die Schaltfunktion 
in einem Schritt ausgefuhrt werden, die also keinen separaten Lastumschalter 
aufweisen. Dabei wird bei jeder Betatigung des Stufenschalters der Laststrom gemessen. Mit Hilfe der korrespondierenden, vorab 
gespeicherten Nenn-Stufenspannung fiir die laufende Schaltung und der Information dariiber, ob in Richtung „hoher" oder „tiefer" 
geschaltet wurde, werden jeweils die Schaltstrome der abschaltenden Kontakte berechnet, daraus die Abbrandraten ermittelt und 
daraus wiederum jeweils der Volumenabbrand kumuliert Dieser kumulierte Wert wird mit einem vorab festgelegten Grenzwert 
verglichen; beim Erreichen dieses Grenzwertes werden Wamungen oder andere Meldungen generiert. 
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